
Centerstand cornering clearance:
SW-MOTECH centerstands are carefully designed and
tested to eliminate reductions in cornering clearance
and ground clearance under most driving conditions
on an unmodified stock motorcycle, and are certified
to be compliant with European ABE safety standards.
 Use of any  centerstand may reduce corning clearance
or ground clearance under extreme driving situations.

SW-MOTECH products should be installed by a qualified,
experienced motorcycle technician.  If you are unsure
of your ability to properly install a product, please
have the product installed by your local motorcycle
dealer.  SW-MOTECH takes no responsibility for damages
caused by improper installation.

All screws, bolts and nuts, including all replacement
hardware provided by SW-MOTECH, should be tightened
to the torque specified in the OEM maintenance manual
for your motorcycle.  If no torque specifications are
provided in the OEM maintenance manual, the following
torques may be used:

All screws, bolts and nuts should be checked after
driving the first 50 km to ensure that all are tightened
to the proper torque.

Medium strength liquid thread-locker (i.e., "Locktite")
should be used to secure all screws, bolts and nuts.
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Sofern für dieses Produkt eine Allgemeine Betriebserlaubnis (ABE) vorliegt:
Die mit dem Produkt ausgelieferte ABE muss immer mitgeführt werden!
Diese ABE gilt nur für die gelisteten Modelle und unter Beachtung aller Auflagen!
Für eine Verwendung am hier nicht aufgeführten Fahrzeug muss die Eintragung in die
Fahrzeugpapiere vorgenommen werden!
Die Fahrzeugzuweisungen im ABE-Dokument werden jährlich erweitert. Dadurch kann die
ABE für ein neues Produkt unter Umständen erst einige Monate nach Markteinführung
erfolgen. Wird Ihr Modell nicht aufgelistet oder sollte Ihnen das ABE-Dokument nicht
mehr vorliegen, besuchen Sie bitte die Download-Sektion unseres Webshops. Dort steht
Ihnen das ABE-Dokument in seiner jeweils aktuellen Version zur Verfügung.
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HPS.06.028.900
HPS.06.028.901
HPS.06.028.902
DIN 94
DIN 125
ZFD.00.150.003/ST
DIN 912


